PEN WITH A SOUNDING GENERATING DEVICE 



FIELD OF THE INVENTION 

The present invention relates to a pen having decoration piece on a 
top thereof and a head is pivotably connected to the decoration piece. The 
5 head hits two striking pieces to generate sound when using the pen. 

BACKGROUND OF THE INVENTION 
A conventional pen includes a penholder and a tip at an end of the 
penholder. Users may hold the penholder and write on paper by the tip. This is 
the only function that a conventional pen has. In order to encourage or attract 
1 0 children to love to drawing or writing, some pens are decorated with feather, 

colorful indicia, or any attachment that attracts the children. Nevertheless, all 
of the decorations are stationary and cannot generate sound to provide more 
fun to the users. 

The present invention intends to provide a pen that includes a sound 
15 generating device which generates sound together with the swinging of the 
pen when in use and provides a lot of fun to the users. 

SUMMARY OF THE INVENTION 
The present invention relates to a pen which comprises a penholder 
with a decoration piece connected to the penholder and a head pivotably 
20 connected to the decoration piece. A striking part is connected to the 
decoration piece and at least one striking piece is connected to the striking 
part. The head pivots and is hit by the at least one striking piece during use of 
the pen. 
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The present invention will become more obvious from the following 
description when taken in connection with the accompanying drawings which 
show, for purposes of illustration only, a preferred embodiment in accordance 
with the present invention. 

5 BRIEF DESCRIPTION OF THE DRAWINGS 

Fig. 1 is a perspective view to show the pen and the sound 
generating device of the present invention; 

Fig. 2 is an exploded view to show the pen and the sound generating 
device of the present invention; 

10 Fig. 3 is a front view to show the pen and the connection of the head 

and the decoration part; 

Fig. 4 shows the head pivots and hit by the two striking pieces; 

Fig. 5 shows a different decoration member on the first plate of the 
connection part, and 

15 Fig. 6 shows that a fragrance part is connected to the penholder. 

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENT 

Referring to Figs. 1 to 3, the pen of the present invention comprises 
a pen comprises a penholder 1 having a tip at one end and a decoration piece 
2 connected to the other end of the penholder 1. A head 3 is pivotably 

20 connected to the decoration piece 2. The decoration piece 2 is made to be a 
shape of human body and a striking part 4 is connected to the decoration 
piece 2. The striking part 4 includes two arms 42 extending from two sides 
thereof and each arm 42 has a striking piece 41 connected to a distal end 
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thereof. The head 3 is located between the two striking pieces 41 and each 
striking piece 41 is in a shape of a ball. 

The head 3 includes a connection part at a lower end thereof and the 
connection part includes a first plate 3 1 and a second plate 311. Two aligned 
5 first holes 312 are defined through the first plate 3 1 and the second plate 3 1 1 
of the connection part respectively. A second hole 2 1 is defined through the 
decoration piece 2 and a pin 30 extend through the first holes 312 and the 
second hole 21 so that the head 3 is pivotably connected to the decoration 
piece 2. The head 3 is a hollow casing 32 which has an open top 33 and at 
10 least one slot 34 is defined through a wall of the casing 32 and communicates 
the open top 33. A receiving member 35 is located inside of the head 3 and a 
decoration part 36 is connected to the receiving member 35. The decoration 
part 36 which is made as hair of a human and engaged with the open top 33 of 
the head 3. A decoration member 37 is connected to a lower end of the first 
15 plate 311. The decoration member 37 may be made to be any other form such 
as a bow tie as shown in Fig. 5. A base member 5 which is made as two feet 
of human includes a hole 5 1 and the pen is inserted in the hole 5 1 . 

As shown in Fig. 4, when using or shaking the pen, the striking 
pieces 4 1 hit the head 3 when the head pivots and generate sound. 

20 Referring to Fig. 6, a fragrance part 6 is connected to the penholder 

1 and includes a box 6 1 in which fragrance material is received and a plurality 
of dispensing holes 62 are defined through a wall of the box 61 of the 
fragrance part 6 so that the fragrance dispenses from the dispensing holes 62. 
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While we have shown and described the embodiment in accordance 
with the present invention, it should be clear to those skilled in the art that 
further embodiments may be made without departing from the scope of the 
present invention. 




